




Multidirectional Traverses 

Build single or multiple traverses/patterns. Clemex CMT.Lite will tell you exactly where to position the stage 
micrometer to follow traverses horizontally, vertically, even angled.

Stage Pattern Design 

Stage Pattern Design 

T-Bar Rotation tool

Clemex CMT.Lite shows indent 
position                                                    

Indents

Case Depth
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Intelligent Results

Multiple Conversion Tables

Clemex CMT.Lite’s native hardness measurements are in HV or HK. Conversion tables for HRA, HRB, and HRC 
scales are in compliance with ASTM E-140 standards. Up to six additional custom conversion tables can be defined. 
Case depths are calculated automatically by selecting a case hardness value. A total of 4 case depths can be 
displayed simultaneously on the same graph.

Custom Conversion Table 	                                     Case Depth in HRC

Error-Free Validation

Compliance with ISO 6507, ASTM E 384, and other standards, is simplified with built-in validation functions. 
Indenting and measuring certified test blocks prior to the actual analysis routine, or at any predetermined time, 
guarantees that the instrument is in perfect operating condition. Clemex CMT.Lite uses invariant dimensional 
calibration, as opposed to empirically trying to match a test block by trial and error. 

Validation set each 8 hours 							       Unique Clemex self-level vise 		
                              							                   with built-in Test Block holder.
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Report Generation

Print results directly from Clemex CMT.Lite or export data to the spreadsheet program of your choice for further 
statistical analysis. Images and histograms can be copied easily and laid out in standard, or customized, MS Office 
templates.

Samples

Clemex sample holders have unique designs, allowing users to analyze mounted or unmounted samples. Holding 
multiple samples, some holders accommodate a test block, allowing users to validate the calibration of the 
microhardness tester at any time without having to remove the sample. Samples are easily removed or inserted 
with a simple slide-in drawer system.

   Special holders are purchased separately

CLEMEX intelligent microscopy
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	 Clemex CMT.Lite	 Specifications 

	 (Single or Dual)
 
	 Hardware 
	 International Standards: 	 ASTM E-384, , EN ISO 6507/1-3
	 Camera : 	 Camera, B/W, USB2 (1.3 megapixel) with cable
		  	
	
	 Clemex CMT.Lite Software
	 Detection : 	 Auto and semi-auto with cursors
	 Hardness scale : 	 HV, HK, HRC, HRB, HRA, ASTM E-140, and 6 user-defined 
	 Number of pattern & traverses : 	 99
	 Number of indents : 	 any number
	 Diagonals by Measurements :	 Image Analysis, ASTM E-384, EN ISO 6507 compliant
	 Data display : 	Diagonals d1/d2 (μm), hardness value HV/HK, 
		  test load (N/gf), dwell time (S), XY position
	 Statistics : 	 Mean value, Maximum/Minimum value, Standard 
		  Deviation, Case Depth (5 values), graphical display
	 Interface : 	 RS232 for supported tester
	 Operating System : 	 Windows 2000, XP Professional and Windows 7 ready
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Some images may not be representative of the exact product.
Clemex Vision PE, Clemex Vision Lite, Clemex Captiva, Clemex PSFilter, Clemex PSA, Clemex CMT.HD,

Clemex CIR and Clemex R’Kive Explorer are trademarks of Clemex Technologies Inc. 
All other products and logos mentioned are trademarks of their respective companies
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Aptex Ltd, 
P.O. Box 14337, 
Solihull, West Midlands, B93 3DW

Telephone: 01564 206393
Fax: 08704 790595
Email: sales@aptex.co.uk
www.aptex.co.uk

Steve Bradley - mobile - 07976 390491
Mike Skidmore - mobile - 07805 221957


